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Features
- monitor temperature at the core of the product: food grade probe with a fast response time;
-  the datalogger travels with the product:  no cables to snap or get tangled inside the autoclave or 
pasteurisation tunnel;
- no installation required: start it up data will immediately appear on the PC;
- unlimited number of probes: use all the devices you need and compare the data in real time;
- real time F0 and PU (pasteurisation units) calculation;
- data is always kept safe: apart from being transmitted, data is also stored in the logger's memory;
- Quick and easy PC connection: no need to open the device, just position them on the USB interface.

Tired  of  assembling  and  disassembling  wired  probes  in  your  autoclave  or 
pasteurisation tunnel before and after every cycle? Confused on which parameters 
need to be met, on which machine settings need to be configured, by the baffling 
results  that  your  monitoring system churns out?  If  you really want  to  improve the 
quality  of  your  products,  avoiding  unnecessary  thermal  stress,  whilst  saving  time, 
energy  and,  consequently,  money,  our  SterilCyl  Radio (140°C)  and  PasteurCyl 
Radio (100°C) wireless data loggers are the solution to your needs.

With our wireless loggers for pasteurisation, sterilisation and cooking processes

Monitor the quality of your products in real time
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Both  SterilCyl  Radio and 
PasteurCyl Radio are supplied 
with  an  SIT  traceable 
calibration  certificate  (NIST 
equivalent).

Flexible  probes  of  various 
lengths available.

The system

Software SPD for data 
management: upper graph 
displays temperature, lower 
graph shows F0/PU data. A table 
showing data being received 
from all units is shown on the 
right. Alarms can be generated 
on a specific temperature and 
F0/PU value. Customized reports 
printing and Excel file data 
export.

DiskInterface to start the data 
logger and download data.

USB Radio Receiver to 
receive data wirelessly.
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PasteurCyl Radio and SterilCyl Radio

Size 132 X 35 diameter (mm)
Probe: from 20 to 1000 X 3 diameter (mm)

Material Peek and stainless steel AISI316L
(completely Food Grade)

PasteurCyl Radio
Temperature range 0 °C ÷ +100 °C

SterilCyl Radio
Temperature range 0 °C ÷ +140 °C

Resolution 0,04 °C

Accuracy ± 0,3 °C with calibration certificate

N° acquisitions 15000

Acquisition interval From 1 every second to 1 every 255 minutes

Battery life 2 years with standard use (replaceable)

Protection degree IP68

Radio 433,92 MHz

Technical Characteristics


